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VSX = THREE-PHASE

Outdoor unit
FDC100VSX (4HP)
FDC125VSX (5HP)
FDC140VSX (6HP)

› 3 three-phase power levels 4~6HP=10.0~14.0 kW 
› Min. outdoor operating temperature
› Super Heat at start-up
› The supplied power is kept also as the outdoor temperature decreases
› Splitting length: 100 m
› Application of Twin Rotary compressors: reduction in size and increase in 

performance

"Min. 
outdoor operating 
temperature in heating: 
-20° C" 

If the outdoor temperature decreases, the 
supplied power keeps constant

Commercial monosplit HYPER series 
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DC Inverter Hyper
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HYPER VSX

OPERATING RANGE

Cooling

Heating

Refer to technical specifications 
concerning the following: application 
conditions, operating range and 
heating/cooling capacity.

SUPER HEAT: START-UP AT HIGH TEMPERATUREFDC125VSX (5HP) - THREE-PHASE

Rated heating capacity 
kept constant until -15 °C

4-5-6HP VSX models (three-phase)

Model Rated heating capacity
(kW at outdoor temperature of 7°C)

Heating capacity
(kW at outdoor temperature of -15 °C)

FDT 100 VSX (4HP) 11.2 kW 11.2 kW
FDT 125 VSX (5HP) 14.0 kW 14.0 kW
FDT 140 VSX (6HP) 16.0 kW 16.0 kW

rated heating capacity kept at -15 °C rated heating 
capacity 
14.0 kW

max capacity

The maximum length of the refrigerant piping is 100 m. The 
maximum height difference between indoor units is 15 m. 
Each unit is also equipped with a refrigerant pre-charge sufficient 
for 30 m splits. 
The versatility offered by the numerous installation solutions 
also makes it possible to centralise the systems via the Superlink 
network, applying the SC-ADNA-E adapter to each indoor unit to 
be controlled.

SPLITTING DISTANCE OF 100 m, HIGH INSTALLATION 
FLEXIBILITY

Outdoor unit

Indoor unit

height difference 
between the highest 
outdoor unit and the 
indoor unit

Total length of piping
100 m
Height difference
30 m

At start-up, the unit reaches the temperature of 40°C in only 4 
minutes - in an operating condition with indoor and outdoor 
temperature of 2°C - and can reach 50°C in the following 8 
minutes.

4~6 HP

The particular coating of the heat exchanger louvers guarantees 
perfect resistance to corrosion and deterioration caused by 
atmospheric agents.

LESS CORROSION THANKS TO BLUE FIN (4~6HP)

Commercial monosplit HYPER series 
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